
AmoExtreme Fiber Com

AMOEXTREME FIBER COM

90°C max Halogen-fre
e

LSHF Oil-resistant Weather-res
istant

AmoExtreme Fiber Com is a flexible 1 kV connection cable, with an

integrated fiber optical cable (SM),  engineered for applications with

high mechanical demands. Its robust design combines durability and

electrical performance, making it suitable for harsh environments both

onshore and offshore.

The insulation is rated for a conductor temperature of up to 90 °C,

ensuring safe and reliable operation even under heavy load. The

sheath is flame-retardant and offers excellent chemical resistance,

supporting long service life in environments exposed to oils, fuels and

other aggressive substances.

The halogen-free polyurethane (TPU) outer sheath provides a strong,

smooth surface with high resistance to mechanical stress. Thanks to its

flexibility, AmoExtreme is ideal for various applications, including

ship-to-shore and offshore connections, where safety, durability and

flexibility are essential.

APPLICATION

AmoExtreme Fiber Com is designed for extreme environments. The

PUR outer sheath provides excellent resistance to mechanical stress

and mineral oils. The cable is suitable for underwater installations

down to 300 meters, making it ideal for fish farming applications. It can

be customized to meet customer requirements, including hybrid

designs combining power and control. Rated for 0.6/1 kV, AmoExtreme

is manufactured in Sweden and designed for Nordic conditions.

STANDARDS

Conductor

IEC 60228 Class 5

Halogen free

IEC 60754-1

STANDARDS

Oil resistance

IEC 60811-404

Material

EN 50363-1

EN 50363-10-2

APPROVAL

CONSTRUCTION

Bending radius - Final mount fixed

4 xOD

Bending radius - Final mount flex

8 xOD

Conductor

Bare flexible copper 

Fibre optic cable

Single Mode G12 

Fillers

Helical lapping tape (fillers if needed) 

Insulation

Cross-linked EPR 

Water max depth

300 m

Outer sheath

Thermoplastic Polyurethane 

PROPERTIES

Max. continuous temperature

+90°C 
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AmoExtreme Fiber Com

PROPERTIES

Max temperature

85 °C

Min. temperature

-40 °C

AC Voltage rating U₀/U
0,6/1kV 
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AmoExtreme Fiber Com

Name EAN Code Outer diameter
[mm]

Total weight
[kg/km]

Installation Current in open air, ambient temperature 30°C
[A]

5G6 7340060563675 19.1 560 44

5G10 7340060563378 19.3 645 61

5G16 7340060563330 22.2 961 82

5G25 7340060563385 26.8 1462 108

5G35 7340060563392 30.6 1986 135

5G50 7340060563408 35.2 2784 168
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